OF PELLET AND FILAMENT

Use of Pellet and Filament .
Printing Volume
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1 technical specifications

Dimensions

INDUSTRIAL STANDARD
CLASSIFICATION CODE

08-A-284-13020079

Super Discovery
3D Printer ez

Printer 1800x1500x2300
Printing volume (X Y Z) 1000x800x500
Custom manufacturing according to customer’s requirements.
Weight 450 Kg.
Cabin Closed
Tablet Heated up 150°
with SELF-LEVELING
240 v
=—— 1 our
— —— Filament:-80-100 gr/hour
{0 = e ~———Pellet-Up to 100 mm/s.
S Filament=Up-to-400-mm/s.
Layer ( Pellet: 0,5 mm,
= \\ Filament: 0,1 mm.
Servodrivers ‘\5¢E’anasonic®
— . SW__1 Sknplify 3D
\
— Networ Ethernet

on the website

Pol. Industrial Entrecaminos. Avda. de Holanda, 42

www.discovery3dprinter.com

@ Copyright 2021 CNC Barcenas Bellén SL. The information contained in this document is subject to change without notice. CNC Barcenas Bellon S.L. is not responsible for technical or editorial errors or

www.chcbarcenas.com

13300 Valdeperias (Ciudad Real) Spain Tel. +34 926 64 89 85
info@cncbarcenas.com - info@discovery3dprinter.com

omissions that may exist in the present document. The specific conditions of the warranties will be indicated in the product at the time of sale.



